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City of Amity 
109 Maddox Street 
Amity, OR.  97101 
(503) 835-3711 Fax: (503) 835-3780 
  
 

Gravity Pipe Hydrostatic Test 
Inspection Report Form 

Date Received by City 

 
Project Name:              
 
Contractor:               
 
Testing Company:              
 
 
 
Upstream 
MH sta # 

Downstream 
MH sta # 

Dia. 
D 
(in) 

Length  
L 
(ft) 

Total Length of 
4” laterals in 
section  
LL 
(ft) 

Allowable Loss (gph) 
0.04 x D x (L/100) + 
0.04 x 4 x (LL/100) 

Actual Loss 
Total 
(gallons) 

Test Duration 
(hours) 

Actual Loss 
(gph) 

Pass 
/ 
Fail 

example 6+37 8 365 65 1.27 gph 1.85 2.25 0.82 Pass 

          

          

          

          

          

          

          

          

          

          

          

          

          

 
Fill pipe with water to establish at least 6 feet of head over highest section of piping including laterals.  Leakage shall not 
exceed 0.04 gph per in diameter per 100 feet of pipe.  Leakage determined by refilling with calibrated container.  Test duration 
shall be at least 2 hours for each pipe test section. 
 
 
 
 
 
 
 
Inspector’s Signature:         Date:      
 
 


